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RRWD Potential Impoundment Sites’ Summary:

Site_ID Drainage Area Flood Poot Area Gated_Storage Total_Storage Runoff
(sqmi) {sgmi} {acre-ft) {acre ft) {inches - gated storage)
T158R3834 225 2.2 5430.9 6794.8 4.5
T158R3687 13.1 1.8 3176.2 4260.3 4.5
T159R36532 42.5 59 10229.4 13938.3 4.5
T159R37510 141 1.5 3481.7 4391.8 4.6
T159R37S33 589 0.8 1071.1 1566.4 34
T158R37536 12 1.7 2378.0 3398.1 3.7
T159R38S7 9.7 1.5 22827 31828 4.4
T158R40325 8.2 1.6 2570.1 35455 5.9
T159R40829 271 4.2 5441.8 7890.0 3.8
T160R3854 14.4 1.1 32308 3868.2 4.2
T160R39521 216 1.3 32858 4033.9 2.9
T160R4033 16.2 1.0 3360.3 39779 3.9
T161R38327 3.7 0.7 995.3 1382.5 5.0
T161R40S4 14.3 1.8 2699.6 37126 3.5
T162R39832 1.7 1.7 1926.7 2841.3 31

Total 237 28.5 515568.4 68784.3 62.0

























































































































































































































































































